Positioners

K23®0i[e] AND MACHINERY AUST.

Hydraulic

1 Ton Hydraulic Positioner

Specification for Hydraulic Positioner

1] Model LPH1-0.90CWE-E
2| Capacity{Turning) IMT @ 200hmm {Please refer to load chart)
3| Capacity(Tilting) IMT @ 200mm (Please refer to load chart)
4| Dnameter of table @900x24mm C'W 4 x Thru slot{19mm)
2| Till Range OF Table 0-135°
6 | Rotation Speed 0.1-1.5rpm_at 5-50Hz
/| Rotation Drive Motor 0. Tokw ofw force Cooling
8| Rotation Drive Control | 0.75Kw AC Inverter
9| Tilt Range Of Arm {457
[0 Tilt Drive &Vertical Hydraulic Unit System 16Mpa 1IKW 250
[1] Hydraulic Cylinders Bore 4390 Rodsize@40And Bore-370 Rodsize@4)
2| Earthing RODA
3| Electrical Panel Yes
4| Incoming Supply IROV/400V/415-3P-50HZ 440/460/480V-3P-60HZ
3| Control Voltage 24VAL
| Control Means Wia Push Bulton Pendanl o'w 6m cable
7| Surface Preparation Girithlast to SAZ.S
8| Panting Powder Coatlng
g| Color RAL3I003 Red & RALIDOS Black for TIIt box& Table only
ol Oty 1 Unilt
1| Est Weightikg) 782
3 Ton Hydraulic Positioner Specification for Hydraulic Positioner
1] Model LPH3-IC-WE-E
2| Capacity{Turning) IMT @ 200mm (Please refer to load chart)
3| Capacity(Tilting) IMT (@ 300mm (Please refer to load chart)
4| Diameter of table @1000x28mm C'W 4 x Thru slot( 1 8mm)
5| Till Range OF Table 0-135°
6| Rotation Speed 0.06-0.6rpm_at 5-50Hz
/| Rotation Drive Motor 1. Blkew ¢/w force Cooling
8| Rotation Drive Control | 1.5Kw AC Inverter
9 [ Tilt Range Of Arm (--45°
T0] Tilt Drive &Vertical Hvdraulic Unit Svstem  21Mpa 2. 2KW 401
11| Hydrauhe Cylinders Bore =330 Rodsize@0(Reverse) X2 And Bonee 100 Rodsize@56(LifX 1
12| Earthing RO0A
T3] Electrical Panel Yes
14] Incoming Supply 415-3P-50HZ
15| Control Voltage M4VAC
16| Control Means Wia Push Bulton Pendanl ¢/w 6in cable
17| Surface Preparation Cirithlast o SAZ.5
18| Pamnting Poewder Coatlng
19| Color RAL3003 Red & RALI0DS Black for Tt box& Table only
20] Oty 1 Unilt
21| Est Weightikg) 1852

Crestmead QLD 4132

65 Magnesium Drive,
: pond.net.au

ABN: 46 660 022 900






